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Circular 0200
Circular @200

Projector designed for fitting directly to the jets of ~ Consumption/ Consumo 11261 Circular @200 fijacion rosca 1" 1/2
ornamental fountains, thus ensuring that they are  \jonocolour/ Monocolour: 16W Circular @200 1" 1/2 fitting
properly illuminated and emit an even source of  \WDMX/ MWDMX: 16W 11262 Ciroular 3200 fijacion rosca 1"
light. Voltage/ Voltaje Circular 200 1" fitting

24Vdc 11263 Circular 9200 sin rosca

Circular 200 non threaded fitting
Proyector disefiado para instalar directamente en | ymens/ Ladmenes

surtidores de fuentes ornamentales y conseguir 11264 Circular 0200 empotrado
, , . ., Monocolour/ Monocolour: 1.450 Im Circular @200 flat mounting
asi una correcta y homogénea iluminacion del

MWDMX/ MWDMX: 1.000 |
surtidor de agua. / m 11265 Circular 9200 fuente seca

Efficiency/ Eficiencia Circular @200 dry fountain

Monocolour/ Monocolour: 91 Im/W
MWDMX/ MWDMNX: 62,5 Im/W

Life Span/ Vida util
L80 - 60.000h

11261

Protection level/ Grado de Proteccién

IP68 Tl O CE > <

11262 —

11265 11264

11263

Code/ Cédigo  Light/ Luz Face Plate/ Embellecedor Optic/ Optica Control/ Control
11267 W Cool white | Blanco frio Material/ Material N Narrow | Concentrada
11262
11263 MWDMX Multicolour White DMX | Multicolor Blanco DMX | Stainless Steel | Acero Inox.
iy 264* Shape/ Forma
11265 10832DMX DIVX power supply | Almentador DMX
R Round | Redondo 10832DMXFE DMX external power supply | Alimentador

DMX fuente externa
* Consult mounting accessory / Consultar accesorio para montaje
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